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 Part-no. B95.100.050.009 Widebody up to MY18 

Part-no. B95.100.052.009 Widebody as of MY19 
Part-no. B95.100.102.009 Front spoiler I for non-Tu rbo 
Part-no. B95.100.180.009 Front spoiler I for Turbo up to MY18 
Part-no. B95.100.186.009 Airblades for front apron Turbo up to MY18 
Part-no. B95.100.250.009 Extension set up to MY18 
Part-no. B95.100.252.009 Extension set as of MY19 
Part-no. B95.100.340.009 Side skirts 
Part-no. B95.100.500.009 Rear diffusor 
Part-no. B95.100.650.009 Roof spoiler 
Part-no. B95.100.700.009 Rear spoiler panel up to M Y18 
Part-no. B95.100.702.009 Rear spoiler panel as of M Y19 
Part-no. B95.100.750.009 Rear panel up to MY18 
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I Important safety information 

All of the necessary work must be performed by qualified persons with an appropriate 
level of expertise. 

  

 

 

 

Vehicle lifts with an insufficient lifting capacity  can collapse under the weight 
of the vehicle and crush any persons standing under neath. 

Compare the weight of the vehicle with the lifting capacity of your vehicle lift. 
The weight of the vehicle must not exceed the lifti ng capacity of your vehicle 
lift. The weight of the vehicle can be found in the  vehicle operating manual. 

  

 

 

 

Risk of injury from electric current. 

Switch off the ignition and disconnect the battery when working on the vehicle 
electrical/electronics systems. 

 

 

 

 

 

 

 

 

 

Risk of fire and explosion from ignition of windshi eld cleaning 
agents/antifreeze and their vapors. 

Risk of poisoning from ingesting windshield cleanin g agents/antifreeze and 
breathing in their vapors. 

Risk of injury due to irritation caused by windshie ld cleaning agents/antifreeze 
coming into contact with eyes, skin and other parts  of the body. 

Wear protective clothing and safety glasses. Avoid naked flames, fire and 
sources of ignition. Avoid contact with eyes, skin and other parts of the body. 
Do not eat, drink or smoke when handling windshield  cleaning 
agents/antifreeze. Do not breathe in vapors and ens ure adequate ventilation. 
Keep windshield cleaning agents/antifreeze only sto re them in sealable 
original containers. 
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Risk of injury from hands and arms being crushed, c ut or lacerated when 
working with sharp-edged and bulky objects. 

Wear protective clothing and protective gloves. Kee p limbs out of narrow and 
inaccessible areas of the vehicle and/or avoid dang erous situations by using 
special tools and suitable aids. 

  

 

 

 

Risk of injury to back, muscles, joints, tendons an d ligaments from lifting and 
carrying heavy and/or bulky objects. 

Lift and transport heavy and/or bulky objects with the help of other people 
and/or with suitable aids.  

  

 

 

Before starting the assembly procedure, carefully r ead the assembly instructions in full 
and pay attention to the safety information and seq uence of the individual operation steps.  

 

 

 

All body parts must be prepared and painted in acco rdance with the attached painting 
guide. 
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II Preparation  

 Number of people required 
  

 

At least two people are required to install this product.  

 

  
  
  
 Help and support 
  
 If you have any technical queries, please contact us immediately: 

support@techart.de  
  
  
 Check the parts kits for completeness 
 
 
    
Quantity  Part number Part designation 

1 B95.100.102.009 Front spoiler I for non -Turbo  
Consisting of: 

1 B95.100.102.100 Front spoiler I 
1 B95.100.102.160 Air duct 
1 B95.100.100.110-00 Shaft right 
1 B95.100.100.111-00 Shaft left 
2 B95.100.102.200 Bracket for air duct 
2 001900M5X127380A2 Fillister head screw with flange M 5x12 / A2 
2 0089003695 Hexagon nut self-locking M5 
2 00390048327981A4 Sheet metal screw, fillister head countersunk 4.8x32 DIN7983 A4 
1 000910949110 BETACLEAN 3300 8 ml 
1 000910219252T Betaprime 5404, 15ml 
1 00091089010031 Bond + Seal black, 70 ml tube 
   

 
 

As of MY 2016 the following needs to be used as wel l: 
   
1 95B807061K1E0 Front spoiler 
1 95B825101E1E0 Panel 
1 95B825102E1E0 Panel 

 
 
 
 
 
 



 

TECHART Version 09 dated May 16, 2019����������Assembly Instructions B95.100.100.099 Page 6 of 44 

���������	
���
��	�
� �
�������� ���� � � ������������  

 
    
Quantity  Part number Part designation 

1 B95.100.180.009 Front spoile r I “Turbo ”  up to MY18  
Consisting of: 

1 B95.100.180.100 Front spoiler, right 
1 B95.100.180.101 Front spoiler, left 
1 B95.100.180.102 Front spoiler, center 
1 B95.100.180.150 Grille with panel right and left incl. splitter 
2 000.100.999.999 Collar screw for plastic PT 50 x 16 pointed 
7 0039003.9X9,51025 Sheet metal screw fillister head with flange 3.9x9.5 
1 000910949110 BETACLEAN 3300 8 ml 
1 000910219252T Betaprime 5404, 15ml 
1 00091089010031 Bond + Seal black, 70 ml tube 
1 B95.140.180.009 Stone guard film, clear, front spoiler 
1 B95.140.181.009 Stone guard film, black, front spoiler 
   

 
 

   
1 B95.100.186.009 Airblade s for  front  apron Turbo  up to MY18  

Consisting of: 
1 B95.100.186.100 Shaft panel, right 
1 B95.100.186.101 Shaft panel, left 
2 B95.100.186.200 Outer bracket, Airblade 
2 B95.100.186.201 Inner bracket, Airblade 
2 0039001637530 Pan-Head fillister head TX25  5.0 x 30   A2 
2 0039001637580 Pan-Head fillister head TX25  5.0 x 80   A2 
1 B95.100.186.500 Template 
1 00091089010031 Bond + Seal black, 70 ml tube 
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Quantity  Part number Part designation 

1 B95.100.250.009 Extension  set  
Consisting of: 

1 B95.100.196.300 Extension hood right 
1 B95.100.196.301 Extension hood left 
1 B95.100.250.300 Extension fender right 
1 B95.100.250.301 Extension fender left 
1 B95.100.390.300 Extension door rear right 
1 B95.100.390.301 Extension door rear left 
1 B95.100.450.300 Extension side part right 
1 B95.100.450.301 Extension side part left 
1 B95.100.500.300 Extension rear apron right 
1 B95.100.500.301 Extension rear apron left 
1 B95.140.250.009 Stone guard film set, transparent 
1 B95.140.251.009 Stone guard film set, black 
3 00091089010031 Bond + Seal black, 70 ml tube 

    
 
 
  
 Parts kits options 
  

 +95.100.250.100 V01: for Macan with  front "S ”  up to MY18  
1 B95.100.100.300 Extension front apron “S” right 
1 B95.100.100.301 Extension front apron “S” left 

    
or 

 
 +95.100.252.000 V01: for Macan with  front "S ”  as of  MY19 
1 B95.100.102.300 Extension front apron “S” right 
1 B95.100.102.301 Extension front apron “S” left 

    
or 

 
    

 +95.100.250.010 V01: for Macan with f ront "Turbo ”  up to  MY18 
1 B95.100.180.300 Extension front apron “Turbo” right 
1 B95.100.180.301 Extension front apron “Turbo” left 

    
 

or 
 
    

 +95.100.250.020 V01: for Macan with f ront " SportDesign ”  up to  MY18 
1 B95.100.100.300 Extension front apron right 
1 B95.100.100.301 Extension front apron left 
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Quantity  Part number Part designation 

1 B95.100.340.009 Side skirts 
Consisting of: 

1 B95.100.340.100 Right side skirt 
1 B95.100.340.101 Left side skirt 
1 B95.100.340.110 Side skirt bottom part right 
1 B95.100.340.111 Side skirt bottom part left 
20 0039004.8X16A2S Sheet metal screw fillister head with flange 4.8x16 in A2 
20 0029004.8/19.0X12.7 Speed nut 19mm x 4.8mm 
1 B95.140.340.009 Stone guard film set, clear and black side skirt 

   
 
 
 
   

1 B95.100.500.009 Rear diffusor  
Consisting of: 

1 B95.100.500.125 Rear diffusor 
10 000100999999 Collar screw for plastic PT K 50 x 16 pointed 
1 000910949110 BETACLEAN 3300 8 ml 
1 000910219252T Betaprime 5404, 15ml 
1 00091089010031 Bond + Seal black, 70 ml tube 
   

 
 
 
   

1 B95.100.700.009 Rear spoiler panel up to MY18 
Consisting of: 

1 B95.100.700.100 Panel 
1 00091089010031 Bond and Seal, black, tube 70 ml 

   
 
 
 
   

1 B95.100.702.009 Rear spoiler panel as of MY19 
Consisting of: 

1 B95.100.702.100 Panel 
1 00091089010031 Bond and Seal, black, tube 70 ml 
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1 B95.100.750.009 Rear pane l up to MY18  
Consisting of: 

1 B95.100.750.100 Panel 
1 00091089010031 Bond and Seal, black, tube 70 ml 

    
 
 

   
Quantity  Part number  Part designation  

1 B95.100.650.009 Roof s poiler  
Consisting of: 

1 B95.100.650.100 Panel right 
1 B95.100.650.101 Panel left 
1 B95.100.650.210 Base right 
1 B95.100.650.211 Base left 
2 001900M06X25912 Fillister head screw with flange M 6x25 
1 000100999999 Collar screw for plastic PT K 50 x 16 pointed 
1 00091089010031 Bond + Seal black, 70 ml tube 
   

 
 
 
 Parts sets options 
  

 +95.100.650.200 V01: Wing profile paintable  
1 B95.100.650.200 Profile paintable 

    
or 

    
 +95121650200G V01: Wing profile Carbon glossy 

1 B95.121.650.200G Profile Carbon glossy 
    

or 
    

 +95121650200M V01: Wing profile Carbon matt 
1 B95.121.650.200M Profile Carbon matt 

    
 
 
 
 
 
 
  
 Please use the table to check whether all of the required parts are present. 

Once parts have been removed from their original packaging, ensure that they are 
properly handled and stored. 
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III Installation  

1 Prepare the vehicle  

  

i
 
Before starting work, check that the vehicle is wor king without problem. Use the 
PIWIS system tester to read out all the fault memor ies of the individual vehicle 
components and first rectify any faults displayed. 
 

  
1.1 Disconnect air suspension 

1 Turn ignition on. 

2 Press the button at the center console for 10 to 20 seconds. 

  
1.2 Remove wheels and detachable parts 

 1 Raise the vehicle by the factory-fitted jacking points. 

2 Detach the wheels. 
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2 Paint TECHART parts 

  

i
 
Prepare and paint the TECHART parts according to th e painting instructions. 

Paint the shafts in black matt. 

   

i
 
Vehicles as of MY 16 or with a stainless-steel fron t: 
The front needs to be changed back to the original front spoiler to standard up 
to MY 15. 

- 95B807061K1E0 front spoiler 
- 95B825101E1E0 panel 
- 95B825102E1E0 panel  

   
 1 TECHART front spoiler “S” 

B95.100.102.100 (1). 

 
Fig. 01 

   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1 



 

TECHART Version 09 dated May 16, 2019����������Assembly Instructions B95.100.100.099 Page 12 of 44 

���������	
���
��	�
� �
�������� ���� � � ������������  

 
  
3 Install TECHART front spoiler S 

  

i
 
The bonding surfaces on the TECHART front spoiler a nd original front apron 
must be dry and free from dust and paint spray mist . 

Use cleaning agent to thoroughly degrease bonding s urfaces on the TECHART 
front spoiler and original front apron.  Then sand it down using 100-180 grade 
abrasive paper and finally use cleaning agent to de grease it again. 

Do not touch the surfaces after they have been clea ned. 

   

i
 
Clean the plastic bonding surface at the front apro n with Betaclean and prime 
with Betaprime. 

   
 1 Apply PU-adhesive to the bonding 

surface of the TECHART front 
spoiler B95.100.100.100-001 (1). 

2 Attach the TECHART front spoiler 
(1) to the original front apron (2). 

 

Fig. 02 
   
 3 Apply PU-adhesive to the bonding 

surface of the TECHART shaft 
right & left B95.100.100.110/111-
00 (2). 

4 Stick the TECHART shaft right & 
left (2) into the TECHART front 
spoiler and the original front apron. 

 
Fig. 03 

   

i
 
Pay attention to the fitting accuracy. 

  

1 

2 

1 
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 1 Apply PU-adhesive to the bonding 

surface of the TECHART air duct 
B95.100.102.160 (2a). 

2 Glue the TECHART air duct (2a) 
into the TECHART front spoiler. 

3 Screw the TECHART air duct (2a) 
at the back to the original front 
spoiler with the TECHART bracket 
B95.100.102.200 (2b), the screw 
M5x12 and the nut M5 self-locking. 

 
Fig. 03a 

   

Fig. 04 

 
 
 
 
 
 
 
 

2a 

2b 2b 

2a 
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4 Install TECHART front spoiler Turbo, up to MY18 

  

i
 
The bonding surfaces on the TECHART front spoiler, TECHART shaft and 
original front apron must be dry and free from dust  and paint spray mist. 

Use cleaning agent to thoroughly degrease bonding s urfaces on the TECHART 
front spoiler, TECHART shaft and original front apr on. Then sand it down using 
100-180 grade abrasive paper and finally use cleani ng agent to degrease it 
again. 

Do not touch the surfaces after they have been clea ned. 

   

i
 
Clean the plastic bonding surface at the front apro n with Betaclean and prime 
with Betaprime. 

   
 1 Attach the TECHART front spoiler 

center B95.100.180.102 (3) to the 
TECHART grille B95.100.180.150 
(4) and tighten from the back with 
the screws 3.9x9.5. 

 
Fig. 05 

   
 2 Apply PU-adhesive to the bonding 

surface of the TECHART grille (4). 

3 Slide the TECHART grille (4) incl. 
the TECHART front spoiler center 
(3) onto the front apron. 

4 Tighten the TECHART grille (4) at 
the corners with the screws 5x16. 

 
Fig. 06 

   
 
 
 

4 

3 

3 

4 

5 
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 5 Apply PU-adhesive to the bonding 

surface of the TECHART front 
spoiler right and left 
B95.100.180.100/101 (6). 

6 Attach the TECHART front spoiler 
right and left (6) to the front apron 
an the TECHART grille (4). 

7 Tighten the TECHART splitter (6) 
with the screws 5x16 to the original 
front apron (7). 

 
Fig. 07 

   
 8 Fasten the TECHART front spoiler 

right and left (6) with the screws 
5x16 to the front apron. 

 
Fig. 08 

   

i
 
Pay attention to the fitting accuracy. 

   
 9 Press on firmly in areas coated with adhesive. Check for an accurate fit – remove 

any escaping PU adhesive with cleaning agent. 

10 Secure the TECHART front spoiler with adhesive tape, so that it contacts the 
surface firmly at all points. 

i
 
Allow to dry for at least 12 hours. 

 
 

11 Stick the TECHART stone protection film B95.140.181.009 inside the wheel arch 
to the original front apron. 

 
12 Stick the TECHART stone protection film B95.140.180.009 inside the wheel arch 

to the TECHART front spoiler. 
  

6 

3 

4 

5 

4 

5 

6 
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Fig. 09 
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5 TECHART airblades for Turbo front up to MY18 

5.1 Preliminary work 

  
1 Open engine hood. 

2 Remove hood release. 

3 Dismantle the PU-cover around 
the hood release. 

4 Install hood release. 

 
 Fig. 10 
  

5 Dismantle trims around the 
headlights; for that remove the 
clips. 

 
 Fig. 11 
  

6 Unscrew the top fixing screws, on 
the side (see arrows). 

 
 Fig. 12 
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 Fig. 13 
 

7 Unscrew the top fixation screws (see arrows). 

 
8 Dismantle the inner wheel house. 

9 Unscrew the fixation screws (2 
each, right and left) from the wheel 
house (see arrow). 

10 Unscrew the lower fixation screws. 

11 Remove the original front apron 
towards the front. 

 
 Fig. 14 
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5.2 Installation TECHART airblades for Turbo front 

  

i
 
The bonding surfaces on the TECHART airblade and th e original lamps must be 
dry and free from dust and paint spray mist. 

Use cleaning agent to thoroughly degrease bonding s urfaces on the TECHART 
Airblade and the original lamps. Then sand it down using 100-180 grade 
abrasive paper and finally use cleaning agent to de grease it again. 

Do not touch the surfaces after they have been clea ned. 

  
1 Dismantle the combination lamps 

(7) from the front apron (5). 

 
 Fig. 15 
  

2 Dismantle both lamps from the 
combination lamp (7). 

 
 Fig. 16 
  
 
 
 
 
 
 
 

7 
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3 Cut out the TECHART template 
B95.100.186.500 (9), glue it to the 
front apron (5) and mark at the 
front apron and grille. 

4 Dismantle the fog lights from the   
front apron. 

5 Dismantle the grille (10) from the 
front apron. 

6 Modify the front apron according to 
the template. 

 
 Fig. 17 

  
7 Modify grille (10) according to the 

template. 

8 Additionally, modify the grille (10) 
as shown in the pictures. 

 
 Fig. 18 
  
9 Reinstall grille (10). 

 
 Fig. 19 
  
 
 

10 

10 

9 5 

10 
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10 Apply PU-adhesive to the bonding 
area of the TECHART Airblades 
(8). 

 

 
 Fig. 20 
  

11 Place both lamps into the 
TECHART airblades (8). 

12 Place the TECHART airblade incl. 
The lamps into the front apron. 

First attach and align all screws and 
then tighten them. 

13 Attach the TECHART outer 
bracket B95.100.186.200 with the 
screw 5x80. 

 
Fig. 21 

  
14 Attach the TECHART inner 

bracket B95.100.186.201 with the 
screw 5x30. 

 
Fig. 22 

 
 
 

8 

8 
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15 Attach the TECHART Airblade (8) 
with the lamps with the original 
screws. 

16 Connect the lamps electrically. 

17 Install the fog lights.  

 
 Fig. 23 
  

i
 
Pay attention to the fitting accuracy. 

   
 18 Press on firmly in areas coated with adhesive. Check for an accurate fit – remove 

any escaping PU adhesive with cleaning agent. 

19 Secure the TECHART Airblades with adhesive tape, so that it contacts the 
surface firmly at all points. 

i
 
Allow to dry for at least 12 hours. 

  
20 Mount the front apron with the TECHART Airblade to the vehicle. 

21 Fasten the front apron with the TECHART Airblade on the top with the original 
screws. 

22 Tighten the front apron with the TECHART Airblade to the fender with the original 
screws. 

23 Tighten the front apron with the TECHART Airblade on the bottom with the 
original screws. 

24 Install the inner wheel house. 

  
 
 
 
 
 
 
 
 
 

8 

5 
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6 TECHART extension set 

6.1 Preliminary work 

   
 1 Dismantle the original splash guard 

at the rear apron. 

Fig. 24 
  

i
 
The original splash guard is no longer needed. 
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6.2 Install extension set 

  

i
 
The bonding surfaces on the parts of the TECHART ex tension set, front apron, 
hood, fender, rear door, side part and the rear apr on must be dry and free from 
dust and paint spray mist. 

Use cleaning agent to thoroughly degrease bonding s urfaces on the TECHART 
extension set, front apron, hood, fender, rear door , side part and the rear apron. 
Then sand it down using 100-180 grade abrasive pape r and finally use cleaning 
agent to degrease it again. 

Do not touch the surfaces after they have been clea ned. 

   
 1 Apply PU-adhesive to the bars of 

the TECHART fender flares front.   

2 Glue the TECHART extension front 
B95.100.1__.300/301 (11) to the 
front apron, the TECHART 
extension hood 
B95.100.196.300/301 (12) to the 
hood and the TECHART extension 
fender B95.100.250.300/301 (13) 
to the fender. 

 
Fig. 25 

   

i
 
Pay attention to the fitting accuracy. 
  

   
 3 Apply PU-adhesive to the bars of 

the TECHART fender flares rear.   

4 Glue the TECHART extension door 
B95.100.390.300/301 (14) to the 
door, the TECHART extension side 
B95.100.450.300/301 (15) to the 
side parts and the TECHART 
extension rear 
B95.100.450.300/301 (16) to the 
rear apron. 

 
Fig. 26 

   

i
 

Pay attention to the fitting accuracy. 
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 5 Press on firmly in areas coated with adhesive. Check for an accurate fit – remove 

any escaping PU adhesive with cleaning agent. 

6 Secure the TECHART extensions with adhesive tape, so that it contacts the 
surface firmly at all points. 

i
 
Allow to dry for at least 12 hours. 

   

Fig. 27 
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7 TECHART side skirts 

7.1 Preliminary work 

   
 Unhinge all doors: 

1 Remove protective covers, 2 on 
each door. 

2 Loosen screws, 2 on each door. 

3 Separate the electrical connections. 

4 Unscrew the door check strap. 

5 Unhinge the door. 

 
Fig. 28 

   

 
  Fig. 29 
   
 1 Unscrew the original bolts (see arrows) from the bottom of the side skirt. 

2 Remove the rear wheel house spoiler. 

3 Pull the original skirt to the side and unclip. 

i
 
The original skirts are no longer required. 

   
 
 
 
 
 
 
 



 

TECHART Version 09 dated May 16, 2019����������Assembly Instructions B95.100.100.099 Page 27 of 44 

���������	
���
��	�
� �
�������� ���� � � ������������  

 
   
7.2 Install TECHART side skirts 

   
1 Unscrew front fixing rail. 

 
Fig. 30 

 
2 Cut front slide-in lug flush (see 

dotted line). 

3 Reinstall front fixing rail and slide 
all the way to the top front when 
fastening.  

 
Fig. 31 

 
4 Loosen rear fixing rail and push 

towards the back. 

 
Fig. 32 

 
5 Attach the speed nut 4.8x19 to the 

TECHART side skirt bottom part 
B95.100.340.11_ (17). 

6 Attach the TECHART side skirt 
B95.100.340 (18) with the screws 
4.8x16 to the TECHART side skirt 
bottom part (17). 

 
Fig. 33 
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7 Apply PU-adhesive to the bonding 
surface of the TECHART side skirt 
(18). 

8 Slide the TECHART side skirt (18) 
into the retaining ledges at the 
vehicle. 

9 Fasten the TECHART side skirts 
(14) from the bottom to the original 
fixing points. 

 
Fig. 34 

i
 
Pay attention to the fitting accuracy. 

  
 10 Press on firmly in areas coated with adhesive. Check for an accurate fit – remove 

any escaping PU adhesive with cleaning agent. 

11 Secure the TECHART side skirts with adhesive tape, so that it contacts the 
surface firmly at all points. 

i
 
Allow to dry for at least 12 hours. 

   
 12 Stick the TECHART stone protection film B95.140.340.009 inside the wheel 

house. 

Fig. 35 

18 
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8 Install TECHART rear diffusor 

   

i
 
The bonding surfaces of the TECHART diffusor and th e original diffusor must be 
dry and free from dust or paint spray mist. 

Use a cleaning agent to thoroughly degrease the bon ding surfaces of the 
TECHART diffusor and the original diffusor. Then sa nd it down using 100-180 
grade abrasive paper and finally use cleaning agent  to degrease it again. 

Do not touch the surfaces after they have been clea ned. 

   

i
 
Clean the plastic bonding surface of the original d iffusor  with Betaclean and 
prime with Betaprime.  

  

i
 
Not for vehicles with trailer hitch! 

   
 1 Apply a layer of PU-adhesive to the 

bonding areas of the TECHART 
diffusor B95.100.500.125 (19), 
(see arrows). 

 
Fig. 36 

   
 2 Slide the TECHART diffusor (19) to 

the original diffusor (20). 

 
Fig. 37 
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 3 Tighten the TECHART diffusor (19) 

in the center with the screws 5x16 
to the original diffusor (20).  

 
Fig. 38 

   

 4 Tighten the TECHART diffusor (19) 
right and left with the screws 5x16 
to the original diffusor (20). 

 
Fig. 39 

   

i
 
Pay attention to the fitting accuracy. 

  
 5 Press on firmly in areas coated with adhesive. Check for an accurate fit – remove 

any escaping PU adhesive with cleaning agent. 

6 Secure the TECHART diffusor with adhesive tape, so that it contacts the surface 
firmly at all points. 

i
 
Allow to dry for at least 12 hours. 

   

20 
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Fig. 40 
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9 Install TECHART roof spoiler 

  

i
 
The bonding surfaces on the TECHART roof spoiler an d on the original roof 
spoiler must be dry and free from dust and paint sp ray mist. 

Use cleaning agent to thoroughly degrease bonding s urfaces on the TECHART 
roof spoiler and on the original roof spoiler. Then  sand it down using 100-180 
grade abrasive paper and finally use cleaning agent  to degrease it again. 

Do not touch the surfaces after they have been clea ned. 

   
 1 Fasten the TECHART bases 

B95.100.650.210/211 (21) with the 
screws M6x25 to the TECHART 
profile B95.100.650.200 (22). 

 
Fig. 41 

   
 2 Tighten the TECHART inside panel 

B95.100.650.110/111 (23) with the 
screws 5x16 to the TECHART 
profile (22).  

 
Fig. 42 
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 3 Attach the TECHART roof spoiler 

to the original roof spoiler and align 
(rear rim has to be flush). 

4 Mark drilling holes. 

5 Drill holes with Ø 3mm. 

 

 
Fig. 43 

   
 6 Apply a layer of PU-adhesive to the 

bonding areas of the TECHART 
inside panel (23) and the 
TECHART bases (21). 

7 Attach the TECHART profile (22) 
with the TECHART inside panel 
(23) and the TECHART base (21 to 
the roof spoiler and tighten with the 
screws 5x16. 

 

 
Fig. 44 

   
 8 Apply a layer of PU-adhesive to the 

bonding areas of the TECHART 
outside panel 
B95.100.650.100/101 (24). 

9 Glue the TECHART outside panel 
(24) to the TECHART inside panel 
(23). 

 

 
Fig. 45 
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i
 
Pay attention to the fitting accuracy. 

  
 10 Press on firmly in areas coated with adhesive. Check for an accurate fit – remove 

any escaping PU adhesive with cleaning agent. 

11 Secure the TECHART roof spoiler with adhesive tape, so that it contacts the 
surface firmly at all points. 

i
 
Allow to dry for at least 12 hours. 

   

Fig. 46 
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10 Install TECHART rear spoiler panel 

  

i
 
The bonding surfaces on the TECHART rear spoiler pa nel and on the original 
tailgate must be dry and free from dust and paint s pray mist. 

Use cleaning agent to thoroughly degrease bonding s urfaces on the TECHART 
rear spoiler panel and on the tailgate. Then sand i t down using 100-180 grade 
abrasive paper and finally use cleaning agent to de grease it again. 

Do not touch the surfaces after they have been clea ned. 

   
 1 Apply a layer of PU-adhesive to the 

bonding area of the TECHART rear 
spoiler panel B95.100.70_.100 
(25). 

2 Attach the TECHART rear spoiler 
panel (25) to the tailgate. 

 

 
Fig. 47 

   

i
 
Pay attention to the fitting accuracy. 

  
 3 Press on firmly in areas coated with adhesive. Check for an accurate fit – remove 

any escaping PU adhesive with cleaning agent. 

4 Secure the TECHART rear spoiler panel with adhesive tape, so that it contacts the 
surface firmly at all points. 

i
 
Allow to dry for at least 12 hours. 
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Fig. 48 
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11 Install TECHART rear panel 

  

i
 
The bonding surfaces on the TECHART rear spoiler pa nel and on the original 
tailgate must be dry and free from dust and paint s pray mist. 

Use cleaning agent to thoroughly degrease bonding s urfaces on the TECHART 
rear spoiler panel and on the tailgate. Then sand i t down using 100-180 grade 
abrasive paper and finally use cleaning agent to de grease it again. 

Do not touch the surfaces after they have been clea ned. 

   
 1 Apply PU-adhesive to the bonding 

area of the TECHART rear panel 
B95.100.750.100 (26). 

2 Attach the TECHART rear panel 
(26) to the tailgate. 

 

 
Fig. 49 

   

i
 
Pay attention to the fitting accuracy. 

  
 3 Press on firmly in areas coated with adhesive. Check for an accurate fit – remove 

any escaping PU adhesive with cleaning agent. 

4 Secure the TECHART rear panel with adhesive tape, so that it contacts the 
surface firmly at all points. 

i
 
Allow to dry for at least 12 hours. 
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Fig. 50 
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12 Complete vehicle 

12.1 Glue on inner wheel arch and stone protection films 

  

i
 
The areas to be glued must be dry and free of dust and paint spray mist! 

Thoroughly degrease areas to be glued with a cleani ng agent. 

Do not touch the surfaces after they have been clea ned. 

  
Inner wheel arch films (fig. 51) 
1 Extension right front 

2 Extension left front 

3 Extension right fender 

4 Extension left fender 

5 Extension right hood 

6 Extension left hood 

7 Extension left front spoiler 

8 Extension right side 

9 Extension right door 

10 Extension left door 

11 Extension left side 

12 Extension right front spoiler 

13 Extension right rear apron 

14 Extension left rear apron 

 
 

  

  

 Fig. 51 
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Stone protection films (fig. 52) 
15 Extension left fender 

16 Extension right fender 

17 Extension left rear apron 

18 Extension right rear apron 

19 Extension right rear door 

20 Extension left rear door 

 

 
 Fig. 52 
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12.2 Final installation 

  
1 Mount the Performance Kit B95.280.__0.009 depending on the tire version and 

the wheels. 

2 Mount the wheels. 

i
 
Observe the specified tightening torques! 

  
Switch on level control  

  
3 Switch on the ignition. 

4 Press the rocker switch forward for 10 to 20 seconds. 
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12.3 Final inspection  

  
 1 Perform a general function test of the vehicle. 

i
 
Read out all the fault memories of the individual v ehicle components using the 
PIWIS Porsche system tester, erase displayed fault messages and rectify any 
faults. 
 

  
  
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

TECHART Version 09 dated May 16, 2019����������Assembly Instructions B95.100.100.099 Page 43 of 44 

���������	
���
��	�
� �
�������� ���� � � ������������  

 
  
13 Tightening torques 

  

Location  Description  Type  Basic value  

Wheel on wheel hub M 14 x 1.5 Tightening torque 160 Nm 
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